DIVISION 27	27 41 16


SECTION 27 41 16 
INTEGRATED AUDIO-VIDEO SYSTEMS AND EQUIPMENT 

GUIDE SPECIFICATION

Specifier: The Specifier/Design Professional is responsible for the accuracy of all project specifications, including system application and coordination with related sections.  This guide specification is provided as a convenience and requires editing to match actual project requirements.  CRESTRON ELECTRONICS, INC. SHALL NOT BE LIABLE FOR ANY DAMAGES ARISING OUT OF THE USE OF ANY OF ITS GUIDE SPECIFICATIONS.  For Crestron design assistance and design review please contact Sales Support Services Department at   800.237.2041 or techsales@crestron.com.

Specifier:  Please see PART 4 for a listing of products specified in this Guide Specification.
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NOT USED in this Guide Specification.  Specifier shall Specify PART 1 administrative and procedural requirements as needed.
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Specifier Note:
The UC-MX70-Z system provides a complete video conference room solution for use with the Zoom Rooms software. It supports single or dual video displays, and features the Crestron Flex tabletop conference device, UC Bracket Assembly with UC-ENGINE, AVer® CAM520 PRO enterprise-grade camera, mic pod, cables, and power supply.

For additional information see: 
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Specifier Note:

The UC-MX50-Z system provides a complete video conference room solution for use with the Zoom Rooms software. It supports single or dual video displays, and features the Crestron Flex tabletop conference device, UC Bracket Assembly with UC-ENGINE, Huddly IQ™ Collaboration Camera, cables, and power supply.
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Specifier Note:
Bring Your Own Device (BYOD)
Conference room visitors can connect their laptop computer to the tabletop user interface device to use their own UC conference platform. The UC-MX(50/70)-x's built-in content ingest device switches to the connected laptop's UC platform and returns to the native UC platform when disconnected.  
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Specifier Note:
CCS-UCA-MIC
The add on extension microphone is included with the UC-MX70-x and is an optional accessory for the UC-MX50-x.
For additional information see: 
https://www.crestron.com/Products/Audio/Microphones/Wired-Microphones/CCS-UCA-MIC-KIT 
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Specifier Note:
UC-MX70-x camera:
UC-CAM-HD-520 - AVer® CAM520 PRO

UC-MX50-x camera:
CCS-CAM-USB-F-400 Huddly IQ  
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Specifier Note:
The Crestron UC-MXxx-x units utilyze a single CAT5/6 cable for AV extension, Ethernet, and USB extension. 
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